
                                   

Model Number Cubic feet Dimensions (inch) 
PT-CB12-M 5.88 (0.17cubic meter) W15 3/4” * D33 1/2” * H19 1/2” 

PT-CB24-M 10.25 (0.29cubic meter) W27 1/2” * D33 1/2” * H19 1/2” 

PT-CB36-M 14.7 (0.42cubic meter) W39 1/2” * D33 1/2” * H19 1/2” 

PT-CB48-M 19.12 (0.54cubic meter) W51 1/4” * D33 1/2” * H19 1/2” 

Model Number Burners Total BTU Net Weight(lb) Gross Weight(lb) 
PT-CB12-M 1 30,000 69 101 

PT-CB24-M 2 60,000 111 157 

PT-CB36-M 3 90,000 154 212 

PT-CB48-M 4 120,000 198 269 

PT-CB12-M  PT-CB24-M 
PT-CB36-M  PT-CB48-M 

Radiant Gas Countertop Charbroiler 

Specifications 
• Stainless steel front bullnose design with galvanized sides
• Fully welded stainless steel backsplash for extra durability
• 30,000 BTU per burner
• One U-shaped stainless steel burner every 12” grate width
• Cast iron grill grates are reversible and height adjustable
• 4”-5” adjustable legs
• Separate gas valves for each burner with standing pilot
• Removable stainless steel drip tray for easy cleaning
• 3/4” rear NPT gas inlet
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PT-CB36-M 

Approvals 
•CSA Certification

•CSA Sanitation, NSF/ANSI 4

Patriot’s radiant gas countertop charbroilers are 
designed for use with either natural or LP gas.  
Constructed of a stainless steel front with galvanized 
sides. These units are able to stand the toughest of 
kitchen environments. Each unit includes tips for field 
conversion to LPG. 

Shipping Information 




